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3921 PERRY BLVD

WHITESTOWN, IN 46075
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REV DATE BY COMMENTS

5'-0" TYP.

[1524 mm]

90°

TOP RAIL ENGINEERED TO MEET 

& EXCEED 200LBS. MINIMUM LOAD APPLIED

IN ANY DIRECTION IN ACCORDANCE WITH 

OSHA REGULATION 29 CFR 1926.502 & 1910.29

2" ROUND TOP RAIL TUBE, 6000 SERIES ALUMINUM

(2) SD907.20 (#12 x 

3

4") S.S. SELF TAPPING SCREWS PER POST

1-

5

8" ROUND MID RAIL TUBE, 6000 SERIES ALUMINUM

(2) SD907.48 (#12 x 2") S.S. SELF TAPPING SCREWS PER POST

12in MAX OVERHANG

GW300T KATTSAFE WEIGHTED BASE 

5

8" THK 

PLASTIC COATED STEEL 

INCLUDES PRE-TAPPED HOLES 

FOR POST MOUNTING. 

MEMBRANE PROTECTION PADS 

RECOMMENDED UNDER BASE

 TOP VIEW

FRONT VIEW

ISOMETRIC VIEW

NOTES:

 

1. ALL HARDWARE IS TO BE STAINLESS STEEL

2. INSTALLATION SHALL COMPLY WITH MANUFACTURER INSTRUCTIONS 

& OSHA REGULATIONS

3. 90° RETURN RAIL KIT IS REQ.  ON EACH END OF ANY RAILING RUN 

THAT IS HORIZONTAL WITH THE LEADING EDGE. 

RETURN KIT LENGTH TYP. 5'.

4. WHERE TOP RAIL AND MID RAIL ARE JOINED, 

AN INTERNAL SPLICE IS REQ  (SEE DWG FFUSA-1013)

5. ALL CORNERS ARE TO BE JOINED BY KATTSAFE ADJUSTABLE TOP RAIL AND MID 

RAIL ELBOWS (SEE DWG FFUSA-1013)

6. ALL EXPOSED TOP RAIL AND MID RAIL ENDS TO BE TERMINATED 

WITH END CAPS OR CLOSURE BENDS.

7. CANNOT BE INSTALLED ON ROOF SLOPES 1:12 OR GREATER

8. REFER TO INSTALLATION MANUAL FOR MORE INFORMATION ON THE LIMITATIONS

42"±3"

[1067±76 mm]

1'-11

5

16

"

[592 mm]

1'-11

5

16

"

[592 mm]

CK1025 

PLASTIC 

END CAP

10'-0" MAX

[3048 mm]

19"

[483 mm]

45° BRACE (GW384) REQ. EACH END & EVERY

CORNER. CONNECTED TO TOP RAIL

& POST WITH (2) SD907.20 TEK SCREWS

 

2-1/4" x 1-1/2" x 1/8" 

TOP MOUNT POST, 

6000 SERIES ALUMINUM. 

MOUNTED TO STEEL BASE 

WITH (2) 3/8" S/S BOLTS, 

LOCKS AND FLAT WASHERS

(2) SD907.48 

TEK SCREWS

(2) SD907.20 TEK SCREWS

ONE EACH SIDE


