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DESCRIPTION

XPLORA Concrete Insert Anchor with 
threaded rod - Variable

6180A 8/11/2018

AP129V 5

N12 Reo Bar @ 300mm Long (1254)
Tie to Mesh

M12 Mounting Plate (1791) (Place on Base of Slab)

M12 All-Thread (Cut to length on site) (1790)

M16 S/S Ferrule (1439)

Support Stand
M12 All-thread - 300mm

M16 x 35 SS Eyebolt (1781)

70mm Dia SS Flange (1782)

Formply

Screw Base into Formply

*Anchor edge distances, spacing and depth are the minimum 
recommendations required to maintain anchor strength. Any variation 
from these recommendations will require engineering data verification 
from an Engineer or the chemical adhesive manufacturer. Concrete is to 
be minimum 25MPa.

Drill Depth
Hole Size
Min Edge Distance

Min Spacing between Anchors

N/A

Anchor Rating (Depending on substrate)
Break test peak load rating (anchor only)

N/A
200mm*

150mm*
21kN
>60kN

Min Concrete Thickness 150mm*

Rubber EPDM (1196)
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70

Dia 35

Dia 60

90

N12 Bar @ 300mm Long
Tie to Mesh (Place Under Slab Mesh where possiable)

M16 Stainless Steel Ferrule

Ø70 S/S Flange Washer (1782)
with EPDM Rubber Seal (1196)

M16 x 35 S/S Eyebolt (1781) 

Concrete - Min 25MPa

Reinforcing Mesh

Reinforcing Mesh

 

Hole for Reinforcing Bar

Min 200

Stainless Steel Cap - AP127.20 (Optional)
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Plastic Cap (To be inserted for concrete pour)
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