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LAP !

LAP !

5-9 purlins - 3 Fixings into purlin above or below 
anchor plate (Into closest purlin)
10+ Purlins - No additional fixings required unless 
anchor plate is less than 2m from the end of a 
roof sheet.

Details for 3 or 4 purlins
Min 4 Fixings into purlins -  Fixings into purlin above and below 
anchor plate

IT IS MOST IMPORTANT TO ENSURE ANCHOR IS RIVETED CORRECTLY IN RALATION TO THE LAP.
ALWAYS ENSURE ROOF SHEET DELAMINATION WILL NOT OCCUR.

STATIC LINE FIXING DETAILS - RIVETS ONLY
CLIPFIX TYPE ROOFING

Additional Rivets!
(2 x 8mm)

8mm Bulbtite Rivet (x2)

PREFERRED METHOD (12 RIVETS)

TO PREVENT ROOF SHEET DELAMINATION - ADDITIONAL RIVETS REQUIRED

ANCHOR PLATE FIXED WITH RIVETS ONLY
CLIP-FIX TYPE ROOFS
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Description

Static line fixing details - rivets only clip-fix type 
roofing

Drawing No 

6409

Product Code  Date  

15.12.2023

Revision  

4

This drawing remains the property of Kattsafe and may not be changed without written permission


