
Maximum safety. Minimum Fuss. Kattsafe / Ladder Selector

REQUESTING A LADDER
Follow these steps so that we can provide you with an accurate quote for your Kattsafe 
ladder.

Step 1
Choose the relevant roof type and ladder for your application, as well as the necessary mounting 
option from page 3.

Drip/Gutter Edge Parapet Roof Hatch

For Heights Under 24ft
RL21 RL31 RL41 RL22 RL32 RL42 RL34 RL44 RL62

RL23 RL33 RL43 RL63

RL25 RL35 RL45

For Heights Over 24ft  

RL31 RL41 RL32 RL42 RL34 RL44

RL33 RL43

RL35 RL45

Ladders must have a Kattsafe Ladder Fall Arrest System
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REQUESTING A LADDER
Step 2
Provide critical dimensions and specifications based on the selected roof type from Step 1.

Drip/Gutter Edge Parapet Roof Hatch

A Height from base to walking/working surface

B Wall construction type (for example: masonry, metal siding)

C Lower roof/floor construction type (for example: membrane, built up, metal roof)

D Upper roof construction type (for example: membrane, built up, metal roof)

E Distance from wall, gutter, etc. (OSHA minimum 7in)

F Width of parapet

G Height of parapet
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